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Identifying Maple Trees
LEAF SHAPE
Identifying maple trees by their leaves is easiest in the Summer, when the leaves are out. Ma-
ples have distinctive, deeply lobed leaves. All maple species can be tapped, though the best for 
sugaring are the sugar maple Acer saccharinum, and the black maple Acer nigrum. The most 
prevalent maple species in West Virginia is the red maple Acer rubrum.

KEY FEATURES
Maple leaves are palmate, meaning the main veins in the leaf all stem from the same point. The 
branches have an opposite pattern—meaning two branches stem from a larger branch at directly 
opposite sides of the same spot—versus alternate. If a branch has broken off, it might look to have 
DQ�DOWHUQDWH�SDWWHUQ�DW�¿UVW��EXW�LI�\RX�VHH�DQ\�RSSRVLWH�EUDQFKLQJ�DW�DOO��WKHQ�WKH�WUHH�LV�RSSRVLWH��
Alternate branching trees will never have branches in the opposite position. In our forests, there 

are a few other trees with opposite branching patterns. 
These can be remembered as MAD. Maple, Ash, and Dog-
wood. Familiarize yourself with the other species so you 
don’t tap the wrong trees. The branching patterns might 
be similar, but the barks are quite distinguishable. Ma-
ple barks can vary widely, but are typically described as 
EURZQ�RU�JUH\�ZLWK�YHUWLFDO�¿VVXUHV��,W�LV�JHQHUDOO\�IDLUO\�
smooth and thin on younger specimen and becomes more 
deeply furrowed and scaly in older specimen. 

TREES OF WEST VIRGINIA
https://www.wvdnr.gov/Wildlife/PDFFiles/WVtrees.pdf

RED



Make Your Own 
              Tree Scale Stick

GET STARTED

Take a straight stick, piece of wood, or yardstick

• Cut it to 25” 

• Write 0 on the far end of your stick

• Measure 8 7/16” from the starting edge of your stick (the one that says 0), 

mark it, and label it “10”

• Measure (from the same starting edge) 13 11/16”, mark it, and label it “18”

• Measure 17 1/16” from the end, mark it, and label it “24”

HOW TO USE
The stick should be held straight out at 25” from the eye and up against the trunk 

of a tree (at your breast height, known as DBH). This is why we cut the stick 

to be 25” long, so you can use it to measure the distance from your eye. We are 

only concerned with knowing if the trunk is more than 10” (tappable), more than 

18” wide (can put two taps), or more than 24” wide (three taps—more is not 

recommended, and some people stop at 2). Hold your stick and, using both eyes, 

line up the “0” edge with one side of the tree. Follow your eyes down the stick to 

where the other edge of the tree lies. If it is past your “10” mark, it’s a candidate 

for tapping. Use this method to determine how many possible taps you have.

A tree scale stick helps to quickly measure the diameter of a tree’s trunk at breast height. 



Forest Stand Analysis
MATERIALS
What you need:
• A piece of rope measured 37’ 2.5”
• A clipboard, pencil, and the Forest Stand Analysis Worksheet
• A tree scale stick (see Make Your Own Tree Scale Stick sheet if you don’t have one)
• It’s best to do this with a friend who can hold one end of your rope and record information.

MEASURE YOUR SUGARBUSH
First, you will want to identify where your sugar-
bush is. If you can, take a gps and plot your sugar-
bush. Google Earth can also be helpful for making 
measurements of area if you can determine where it 
lies on the satellite image, or pin points using your 
phone. We like to create a path by walking the entire 
perimeter of the best concentration of trees with 
the gps. There are a lot of things to consider when 
determining where your sugarbush will be. Search 
“nature-based enterprises Tubing Theory and Lay-
out” on YouTube for a helpful video. Pay attention 
to slope and concentration of maple trees.

Sample Plots help you evaluate the syrup potential of your woodlot and estimate material needs

PUTTING IN SAMPLE PLOTS
Next, you will put in sample plots. Choose your plots to be somewhat evenly 
spaced, but the idea here is to get a good sampling of what your forest is like. 

If you measure a plot with a high concentration of maple trees, but notice that 
the rest of your woodlot is not so densely maple, be sure to get a sample plot in 

each di!erent forest “type”. Aim for one sample plot per acre.

MEASURING SMAPLE PLOTS
A sample plot is 1/10th of an acre. Have your partner stand in the center of the plot, holding one end 
of the ropE. Walk the rope out until it is fully extended and move in a circle around your partner, 
measuring and counting all the maple trees that lie within the plot diameter. If a maple tree is at least 
halfway in the plot, it gets counted. Count the number of trees, and also the number of taps in sepa-
rate columns. Remember: if a tree is larger than 10” diameter, it gets one tap. Larger than 18”, it gets 
two taps, and you can decide whether you want to put three taps in trees larger than 24”. When every 
tree in your plot has been accounted for and measured, move to the next acre to do your next plot. If 
your sugarbush is only 1 acre, do more than one sample plot to get a good average. If your sugarbush 
is small enough and you can walk through, keeping good track, you can count the actual number of 
taps you will be putting in and measure the lengths of tubing needed instead.

0OF�5FOUI�"DSF�4BNQMF�1MPU
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Forest Stand Analysis
            Worksheet

SUGARBUSH AREA
GPS logical sugaring area boundary, upload onto Google earth, determine area.  Attach 
printout of sugarbush area from Google earth.
• Sugarbush area:  ____________ acres
• Number of plots: ___________ (one plot/acre)
• Allocate plots by marking on map to cover entire area. 

SAMPLE PLOTS

1

2

3

4

5

6

7

8

9

10

DBH 10 to 18 inches 
(one tap trees)

DBH 18 to 24 inches 
(two tap trees) # Trees # Taps

*count these with tally marks and add them up to the right



Forest Stand Analysis
 Worksheet

CALCULATIONS

Average trees/plot: _________  
 add up all of your trees and divide by the number of plots you have

Average trees/acre: _________ 
 multiply average trees/plot by 10, since we measured 1/10th acre plots

Estimated trees in the sugarbush:  __________
 multiply average trees/acre by the total acreage of sugarbush

Average taps/plot:  __________ 
 add up all of your taps and divide by the number of plots you have

Average taps/acre: _________
 multiply average taps/plot by 10

Estimated taps in the sugarbush: _________
 muyltiply ave. taps/acre by total acreage

Average distance between trees: ______________
 Sq. rt. of 43,560 divided by ave. trees per acre   

Sap storage needs (2 gallons/tap) __________

Primary Maple composition:  (circle one)

         Sugar Maple                         Red Maple         Sugar/Red Maple



THE 
BASICS
• use a 5/16” drill bit (in most 

cases, there are other sizes on the market, but 
5/16” is the most common). 

• You’ll want your holes to be 1.5-2” deep, so make a 
short stop out of tubing or tape to ensure that you don’t 
drill too deep. 

• Find a place on the tree at a comfortable 
height to work at where the bark is un-
marred and clean. 

• Drive your drill straight into the tree, or at 
a slightly downward angle and continue 
to spin the drill bit forward as you pull the 
bit back out of the tree as straight as pos-
sible. !is will pull out shavings rather than 
leaving them in the hole. Resist the temptation 
to blow in the hole, as our mouths are full of bacteria and cleanliness is crucial. 
An immune response to bacteria and pathogens is what causes the tree to close 
up, and bacteria in sap will spoil it. Keep this in mind in all you do! Make sure 
your drill bit is sharp and clean (not rusty or muddy) and use a small piece of 
clean wire to knock shavings out of the hole. 

• Align your spout with the hole and gently “tap” (do not whack!) the head of 
the spout into the tree. As you tap, note when the hollow tap sound changes 
pitch to a dull thud. Give it one more gentle tap: the spout is now stuck and 
there is no need to tap further. In fact, further whacks with the hammer can 
reduce sap production from that hole by as much as 20% per whack.

                                       Here’s a tapping study for more information

How to Tap a Maple Tree
1.

5-
2”

NOTE !e shavings that come out of 
your drill hole should be of clean white 
wood. If the shavings that come out are 
partially or all the way brown, aban-
don this hole and try a new one. Brown 
shavings indicate dead wood that will 
yield little or tainted sap.

For more information, check out our 
YouTube video on tapping



Hydrometer Basics
HOT TEST

1. Warm up your testing cup by placing it either in the hot sap or hot water and  
 !ll with boiling maple syrup to within an inch of the top.
2. Take the temperature of the syrup in the cup. Your hydrometer will say at what  
 temperature to do the hot test, usually 211 F. If your syrup is not exactly at  
 the indicated temperature, use a compensation chart to determine which  
 brix measurement indicates !nished syrup.
3. Slowly lower the clean hydrometer, with the bulb on the bottom, all the way  
 into the testing cup. DO NOT DROP the hydrometer, it can easily break.
4. Allow the hydrometer to "oat freely. Look at the determined hot test line   
 (compensating for temperature) on the scale.
 • If the line is level to the surface of the syrup, it is perfect density and  
  you are done boiling.
 • If the line is below the surface, continue boiling.
 • If the line is above the surface of the syrup, it has been over-boiled.   
 Slowly add hot sap or distilled water to thin it out and then repeat   
 steps 1–4
COLD TEST

Follow the above steps, but with the syrup at approximately room temperature, 
or what your hydrometer indicates for the cold test (usually 60 F). Remember to 
compensate for temperature if it is not at the indicated temperature.

TIPS
• Make a line at the top edge of the paper in the hydrometer 
so you can see if it is loose and shi#ing around. this will indi-
cate how much it may have shi#ed by.
• To ensure that your hydrometer is calibrated properly, 
check it with syrup that you know is the proper density (cold 
test is !ne for this).
• properly clean and safely store your hydrometer between 
uses
• Read the hydrometer when it has stabilized in the syrup for 
best accuracy
• Always have a spare hydrometer! $ey break easily. 

Syrup Temp  
F

209
190
170
152
133
114
95
77
58
40

59
60
61
62
63
64
65
66
67
68

Brix Adjust-
ment

Compensation Chart



Evaporating
THE BOIL
There are many different types and styles of evaporators out there, but the basics are 
roughly the same.The major differences bettween evaporators are sap capacity and 
fuel type. The most common fuels are wood, gas, and oil.  Again, all surfaces the 
sap touches should be food grade. There are concerns about copper and brass solders 
containing lead because it will concentrate in the syrup, so stainless steel and food 
grade plastics are the best. Use stainless for any parts that will have heat applied. 
(http://www.internationalmaplesyrupinstitute.com/uploads/7/0/9/2/7092109/gmp_

for_lead.pdf) . 
Get the sap up to a rolling boil. Remember, the 
greater the sap surface area, the more evaporation 
\RX�ZLOO�KDYH��7KLV�LV�ZK\��KLVWRULFDOO\��ODUJH�ÀDW�
pans are used rather than a tall skinny pot. If the sap 
is kept 1-2” deep in the pan, you will achieve the 
PRVW�HI¿FLHQW�HYDSRUDWLRQ�ZLWKRXW�UXQQLQJ�WKH�ULVN�
of burning the syrup. Once the sap is boiling, if you 

have more to add to your pan, it is best to preheat it 
¿UVW�DQG�DGG�LW�VORZO\�DV�WR�QRW�³NLOO´�WKH�ERLO��$JDLQ��
there are various methods to achieve this; the most 

HI¿FLHQW�LV�WR�XWLOL]H�WKH�VWHDP�RU�WKH�KHDW�IURP�\RXU�HYDS-
RUDWRU�VWDFN�WR�ZDUP�WKH�VDS�DV�LW�ÀRZV�VORZO\�LQWR�\RXU�SDQ��7KLV�FDQ�EH�
as simple as a rack placed above the pan with a pot on it from which you 
ladle the warm sap. 
 Always boil without a lid for maximum evaporation. Boil the syr-
XS�DV�KRW�DQG�IDVW�DV�\RX�FDQ�XQWLO�LW�JHWV�FORVH�WR�¿QLVKHG��0DQ\�V\UXS�
makers pay close attention to how much fuel is needed and set timers for 
UHJXODU�LQWHUYDOV�WR�UHPLQG�WKHP�WR�IHHG�WKH�VWRYH�WR�PDLQWDLQ�DQ�HI¿FLHQW�
boil. As you near syrup state, it is wise to use a slower, more controlled 
KHDW�WR�¿QLVK�RII��6RPH�EDFN\DUGHUV�ZLOO�PRYH�LQVLGH�WR�WKHLU�VWRYHWRSV�
RU�D�¿QLVKLQJ�SDQ�WR�EHWWHU�FRQWURO�WKH�SURFHVV��&RQWLQXRXV�ÀRZ�HYDSR-
UDWRUV�DOORZ�GUDZ�RII�RI�¿QLVKHG�V\UXS��7KLV�LV�DOVR�D�JRRG�WLPH�WR�¿OWHU�
�VHH�¿OWHULQJ���2IWHQ��XQ¿VLQLVKHG�V\UXS�LV�OHIW�LQ�WKH�HYDSRUDWRU�EHWZHHQ�
ERLOV��7R�DYRLG�EDFWHULD�JURZWK�LQ�WKH�XQ¿QLVKHG�V\UXS��PDNH�VXUH�DOO�RI�
the sap in the evaporate has boiled to kill any bacteria. 



WHEN IS THE SYRUP FINISHED?
6\UXS�LV�RI¿FLDOO\�V\UXS�ZKHQ�LW�LV����%UL[��PHDQLQJ�LW�LV�����VXJDU�E\�PDVV��7KHUH�

are a few different ways to measure this. In commercial oper-
ations, hydrometers are generally preferred, but syrup re-

fractometers can also be used. If you are not selling your 
syrup and don’t want to invest in a hydrometer, all you 
need is a thermometer. Put a pot of water on your stove 
on high heat and read the temperature when it comes 
to a boil. This is your boiling point, which varies with 
elevation and barometric pressure. Using the same 

thermometer, boil your syrup until it reads 7 degrees 
above your determined boiling point. As sugar concentrates 

in the solution, the boiling point rises, which is why this works. 
$W�WKLV�SRLQW��\RX�FDQ�¿OWHU�DQG�ERWWOH�LW��VHH�PRUH�DERXW�¿OWHULQJ�

& bottling). If you are selling your syrup, you should strive for a 
more accurate method of measuring sugar content. Hydrometers are 

SUHIHUUHG�IRU�WKLV��6HH�WKH�+\GURPHWHU�)DFW�6KHHW�
� ,I�\RX�DUH�XVLQJ�D�FRQWLQXRXV�ÀRZ�HYDSRUDWRU��GUDZ�RII�VPDOO�EDWFKHV�DW�¿UVW�
and double check the density with a hydrometer to ensure you are drawing off at the 
proper temperature, which can change daily based on barometric pressure. 

FOAM
)RDP�RYHUV�KDSSHQ�ZKHQ�WKH�VDS�
is boiling vigorously (and tend to 
be worst when starting a new 
batch). This is normal, but can be 
dangerous. Be ready to deal with 
this with a defoaming agent. These 
can be purchased commercially, 
or a drop of edible oil will break 

the surface tension of the bubbles 
�XVH�DQ�RLO�ZLWK�OLWWOH�ÀDYRU��OLNH�
VXQÀRZHU���6RPHWLPHV�WKHUH�
will be a little scum on the top of 

your boiling sap. White or grey 
ÀRDWLQJ�PDWWHU�LV�XVXDOO\�EDFWHULD�
that was killed in the boil. It and all 
other scum can be skimmed off the 

top.



THE BASICS
When the trees start running, it’s important to be diligent with your 
sap. No matter how clean and closed your system is, bacteria will be 
SUHVHQW��:KLOH�LW�LV�QRW�KDUPIXO�LQ�WKH�¿QDO�SURGXFW��DV�\RX�ERLO�WKH�
sap for hours, bacteria will eat whatever sugar you have in your sap 
(this can be a huge disadvantage if your trees have low sugar to begin 
with) and can cause spoilage. Spoiled sap yields soured syrup. This 
is not a food safety issue as much as a food quality issue. Sour syrup 
cannot be sold. Always use food grade containers and approximate 
about 2 gallons of storage per tap.

Sap Collection & Storage

is a shortcut to 
approximate the sap to 

syrup ratio based on sugar 
content. 

Take 86 divided by your 
Brix to see how many 

gallons of sap you need 
to boil down to make 1 

gallon of syrup.

This means you will have to boil away 42 gallons of water 
(which is a lot).

Say you let the bacteria grow in your collection container and eat 
up .5% of your sugar. 

The reality is that you will simply yield less syrup. On top of less 
syrup, suppose your evaporator will evaporate 5 gallons per hour 
(pretty good for a backyard operation), you now have to boil for an 
additional 2.5 hours to yield the same amount of syrup. This is why it 
is important to consider the condition of your sap at all times and be 
diligent. Use clean containers. If possible, place buckets on the shady 
side of the tree or collection containers in low, cool areas. Empty 
buckets regularly. 
Luckily, the weather is relatively cool during sap season. If tempera-
tures at your collection tank are below 40 degrees Fahrenheit—just 
like in a refrigerator—bacteria growth will be impeded, and the sap 
will be preserved better than in warmer temperatures. Any cloudy, 
yellow, or sour-smelling sap should be tossed. Some smaller produc-
ers will store their sap until they have enough to run their evapora-
WRUV��6RPH�ZLOO�XVH�UHYHUVH�RVPRVLV�¿OWHUV�WR�FRQFHQWUDWH�LW��PRUH�RQ�
that later) and then store the concentrate. Adequate storage options 
LQFOXGH�UHIULJHUDWRUV��IRU�D�IHZ�ZHHNV��DQG�IUHH]LQJ��LQGH¿QLWHO\��

Consider this scenario
When checked with a refractometer, say your sap runs at 2 Brix fresh 
(or contains 2% sugar), out of the tree. 
Using the handy “Rule of 86” 

THE RULE 
OF 86



THE BASICS
�����6\UXS�WKDW�ZLOO�EH�VROG�QHHGV�WR�EH�WKRURXJKO\�¿OWHUHG��-XVW�OLNH�RII�ÀD�

YRUV�LQ�V\UXSV��VHGLPHQW�LQ�WKH�ERWWRP�RI�\RXU�ERWWOH�LV�QRW�D�IRRG�VDIHW\�LVVXH��
EXW�D�IRRG�TXDOLW\�LVVXH��,I�\RXU�V\UXS�LV�PHUHO\�IRU�KRPH�XVH��\RX�PLJKW�
FKRRVH�WR�IRUJR�WKH�VRPHWLPHV�GLI¿FXOW�WDVN�RI�¿OWHULQJ��1LWHU��RU�WKH�VHGLPHQW�
WKDW�DFFXPXODWHV�RQ�WKH�ERWWRP�RI�\RXU�ERWWOH��LV�PLQHUDOV�WKDW�H[LVW�LQ�WKH�VDS�
WKDW�EHFRPH�FRQFHQWUDWHG�DQG�WKHQ�IDOO�RXW�RI�VROXWLRQ�DV�WKH�V\UXS�FRROV��,W�

LV�HGLEOH��EXW�QRW�SDODWDEOH��6RPHWLPHV�FDOOHG�VXJDU�VDQG��LW�LV�SULPDU�
LO\�FRPSRVHG�RI�FDOFLXP�DQG�UHDOO\�GRHV�IHHO�OLNH�VDQG�EHWZHHQ�\RXU�
WHHWK��(YHU\�WLPH�\RX�UHKHDW�V\UXS�DQG�OHW�LW�FRRO��PRUH�QLWHU�ZLOO�IDOO�

RXW�RI�VROXWLRQ��6R��IRU�FOHDU�V\UXS��¿OWHU�HDFK�WLPH�LW�LV�
heated and be sure the syrup is the correct density when 
\RX�VWDUW�WKH�¿OWHULQJ�SURFHVV��

+RW�V\UXS�¿OWHUV�PRUH�HDVLO\����������GHJUHHV�)���WKH�
DPRXQW�RI�V\UXS�WKDW�SDVVHV�WKURXJK�D�¿OWHU�GHFUHDVHV�GUD�
PDWLFDOO\�DV�WLPH�ZHDUV�RQ��DQG�DV�V\UXS�FRROV�

)RU�D�ORW�RI�JUHDW�LQIR�RQ�¿OWUDWLRQ��JR�WR�
KWWSV���ZZZ�\RXWXEH�FRP�ZDWFK"Y +1TY)5%E.�$

Filtering

CONE OR FLAT FILTERS
&RQH�¿OWHUV�DUH�WKH�PRVW�EDVLF�IRUP�RI�¿OWUDWLRQ��7KH\�DUH�RIWHQ�
PDGH�RI�ZRRO�RU�RUORQ�DQG�XVHG�ZLWK�D�VHULHV�RI�FKHDSHU�³SUH�¿OWHUV´��
7KH�SUH�¿OWHUV�DUH�UHPRYHG�DV�WKH\�FORJ�XS�ZLWK�QLWHU�DQG�V\UXS�LV�
WUDQVIHUUHG�WR�WKH�QH[W�SUH¿OWHU��7KH\�DUH�JRRG�IRU�VPDOO�RSHUDWLRQV��
DQG�DEOH�WR�¿OWHU�DERXW���WR���JDOORQV�RI�V\UXS�EHIRUH�JHWWLQJ�FORJJHG�
DQG�QHHGLQJ�ULQVHG��7KHVH�¿OWHUV�ZRUN�EHVW�ZKHQ�ZHW��2QO\�ULQVH�
ZLWK�KRW�ZDWHU��GR�QRW�XVH�GHWHUJHQWV�RU�VRDSV��DQG�GR�QRW�ZULQJ�
WKHP�RXW��EXW�KDQJ�WKHP�VWUDLJKW�WR�GU\�WKRURXJKO\�EHIRUH�VWRUDJH�



PLATE FILTER PRESS
these use !lter paper and “!lter-aid”, or 
diatomaceous earth to !lter syrup under pressure. 

"e !lter-aid traps even small particles of sugar sand 
and minerals, and the !lter paper keeps the !lter 
aid out of the syrup. "e metals plates slide out 
and !lter paper is placed in between. Hot syrup 
is mixed with a !lter-aid, called diatomaceous 
earth and pumped into the press until it !lls up. 
"e diatomaceous earth holds onto even small 
particles of sugar sand and the !lter paper 
prevents the diatomaceous earth from 
passing through. "e remaing hot syrup is 
pumped through the press under pressure. 
"ese plate !lters are capable of !ltering much 
more syrup than cone !lters before clogging up, and come in 
many shapes and sizes. "e one to the right has a hand pump, while others 
use electric pumps. Use only food grade diatomaceous earth.

CANISTER FILTER
"ese work on the same basic 
principals as a plate !lter press. "ey 
generally have fewer parts to contend 
with but also have less surface area, 
and can clog up more readily, making 
them lower-capacity.



IDENTIFYING MAPLES

:HVW�9LUJLQLD�7UHHV��%DVLF�7UHH�,GHQWL¿FDWLRQ���7KLV�LV�D�JXLGH�WR�EDVLF�WUHH�LGHQWL¿FDWLRQ�IRU�
FRPPRQ�WUHHV�DFURVV�:HVW�9LUJLQLD�DV�D�GRZQORDGDEOH�SGI�

7UHHV�RI�:HVW�9LUJLQLD�)DUPV�DQG�:RRGORWV��$�PRUH�LQ�GHSWK�JXLGH�WR�WUHHV�RI�:HVW�9LUJLQLD�DQG�
WKHLU�LGHQWL¿FDWLRQ�DV�D�GRZQORDGDEOH�SGI��

:HVW�9LUJLQLD�'LYLVLRQ�RI�)RUHVWU\��:HVW�9LUJLQLD�'LYLVLRQ�RI�)RUHVWU\�KRPH�SDJH�KROG�OLQNV�WR�
PDQ\�RI�WKH�VWDWH�IRUHVWU\�UHVRXUFHV�DV�ZHOO�DV�KRZ�WR�JHW�LQ�WRXFK�ZLWK�\RXU�ORFDO�VWDWH�IRUHVWHU��

TREE SCALE STICK

0HDVXULQJ�WUHH�GLDPHWHU�XVLQJ�D�%LOWPRUH�VWLFN��7KLV�YLGHR�GHWDLOV�KRZ�WR�XVH�D�%LOWPRUH�VWLFN�

FOREST STAND ANALYSIS/WOODLOT MANAGEMENT

&RUQHOO�&RRSHUDWLYH�([WHQVLRQ��:RRGORW�0DQDJHPHQW

*URZWK�5DWHV�RI�6XJDU�0DSOH�7UHHV�7DSSHG�IRU�0DSOH�6\UXS�3URGXFWLRQ�8VLQJ�+LJK�<LHOG�6DS�
&ROOHFWLRQ�3UDFWLFHV��7KLV�DUWLFOH�GLYHV�LQ�KRZ�WR�PD[LPL]H�WDSSLQJ�SRWHQWLDO�RI�\RXU�PDSOH�
VWDQG��ZKLOH�WDNLQJ�LQWR�DFFRXQW�WKH�JURZWK�UDWH�RI�WKH�WUHHV��

$�6LOYLFXOWXUDO�*XLGH�IRU�'HYHORSLQJ�$�6XJDUEXVK��7KLV�DUWLFOH�ORRNV�DW�KRZ�WR�PDQDJH�DQG�
GHYHORS�\RX�VXJDU�EXVK�WR�EH�KHDOWK\��SURGXFWLYH��DQG�VZHHW��

$VVHVVLQJ�WKH�$FFHVV�RI�D�6XJDU�%XVK��7KLV�YLGHR�IURP�&RUQHOO�ORRNV�DW�ZKDW�\RX�VKRXOG�ORRN�DW�
ZKHQ�FKRRVLQJ�ZKLFK�PDSOH�VWDQG�WR�WDS�

$VVHVVLQJ�WKH�&RPPHUFLDO�3RWHQWLDO�RI�D�6LWH�IRU�0DSOH�6DS�&ROOHFWLRQ��7KLV�DUWLFOH�GHWDLOV�HY�
HU\WKLQJ�WR�FRQVLGHU�ZKHQ�DVVHVVLQJ�WKH�VXJDULQJ�SRVVLELOLWLHV�RI�D�ZRRGORW��,W�DOVR�JLYHV�LQVWUXF�
WLRQV�RQ�DVVHVVLQJ�D�VXJDU�EXVK�XVLQJ�DQ�DQJOH�JDXJH�� 

HOW TO TAP

+RZ�GR�,�7DS�D�0DSOH�7UHH"��7KLV�YLGHR�IURP�WKH�8QLYHUVLW\�RI�0DLQH�GHWDLOV�KRZ�WR�WDS�D�PD�
SOH�WUHH��

More Resources



*URZWK�5DWHV�RI�6XJDU�0DSOH�7UHHV�7DSSHG�IRU�0DSOH�6\UXS�3URGXFWLRQ�8VLQJ�+LJK�<LHOG�6DS�
&ROOHFWLRQ�3UDFWLFHV��/LVWHG�DERYH��EXW�UHOHYDQW�KHUH�DV�ZHOO��WKLV�DUWLFOH�GLYHV�LQ�KRZ�WR�PD[�
LPL]H�WDSSLQJ�SRWHQWLDO�RI�\RXU�PDSOH�VWDQG��ZKLOH�WDNLQJ�LQWR�DFFRXQW�WKH�JURZWK�UDWH�RI�WKH�
WUHHV��

$�'HFDGH�RI�6SRXW�DQG�7XELQJ�6DQLWDWLRQ�5HVHDUFK�6XPPDUL]HG��7KLV�DUWLFOH�VXPPDUL]HV�WKH�
UHVHDUFK�KDV�EHHQ�GRQH�RQ�VSRXW�DQG�WXELQJ�VDQLWDWLRQ�PHWKRGV�

$VVHVVLQJ�6WUDWHJLHV�IRU�6SRXW�DQG�'URS�6DQLWDWLRQ�LQ������7XELQJ��6DS�<LHOG��&RVW��DQG�1HW�
3UR¿W��7KLV�VWXG\�DVVHVVLQJ�WKH�HI¿FLHQFLHV�DQG�FRVWV�RI�GLIIHUHQW�IRUPV�RI�VSRXW�DQG�GURS�VDQLWD�
WLRQ�

&KHFN�YDOYH�VSRXWV�YV��VWDQGDUG�FOHDU�VSRXWV��7KLV�VWXG\�ORRNV�DW�WKH�HI¿FLHQFLHV�DQG�GLIIHUHQFHV�
LQ�WKH�XVH�RI�FKHFN�YDOYH�VSRXWV�DQG�VWDQGDUG�VSRXWV�

'RHV�&RORU�0DWWHU"�6SRXWV�FRPH�LQ�YDULHW\�RI�KXHV��'RHV�LW�DIIHFW�\LHOG"���7KLV�VWXG\�ORRNV�DW�
KRZ�WKH�GLIIHUHQW�FRORU�RI�FRPPHUFLDOO\�DYDLODEOH�VSRXWV�DIIHFWV�\LHOG��

7DSSLQJ�=RQH�0RGHO�7XELQJ��7KLV�PRGHO�HVWLPDWHV�WKH�DPRXQW�RI�FOHDU��WDSSDEOH�ZRRG�LQ�D�PD�
SOH�WUHH�XQGHU�GLIIHUHQW�WDSSLQJ�PHWKRGV�RYHU�RQH�KXQGUHG�\HDUV�RI�WDSSLQJ��

$VN�3URFWRU��:K\�DUH�P\�WDSKROHV�OHDNLQJ�DQG�ZKDW�FDQ�,�GR�DERXW�LW"��7KLV�DUWLFOH�GLVFXVVHV�
FRPPRQ�FDXVHV�RI�WDSKROH�OHDNV�DQG�KRZ�WR�VWRS�OHDNV��

HYDROMETER BASICS

0DSOH�6\UXS�+\GURPHWHU�±�5RWK�6XJDU�%XVK�±�&DGRWW�±�:LVFRQVLQ�±�0DSOH�(TXLSPHQW�±�0DSOH�
6\UXS��7KLV�YLGHR�GHWDLOV�KRZ�WR�XVH�D�K\GURPHWHU�WKH�PHDVXUH�V\UXS�VXJDU�FRQWHQW�

0DSOH�6\UXS�'HQVLW\�0HDVXUHPHQW���7KLV�ZHEVLWH�KROGV�WKH�EDVLFV�IRU�PHDVXULQJ�V\UXS�GHQVLW\�
DQG�VXJDU�FRQWHQW�LQ�FRPPHUFLDO�V\UXS�SURGXFWLRQ��XVLQJ�D�QXPEHU�RI�GLIIHUHQW�WRROV�

:KHQ�LV�LW�6\UXS"�7RROV�DQG�WHFKQLTXHV�IRU�PHDVXULQJ�V\UXS�GHQVLW\��7KLV�DUWLFOH�ZDONV�WKURXJK�
GLIIHUHQW�PHWKRGV�RI�DVVHVVLQJ�LI�\RXU�V\UXS�LV�GRQH�DQG�WKH�VFLHQFH�EHKLQG�HDFK�PHWKRG��

COLLECTION & STORAGE

*HWWLQJ�6WDUWHG�ZLWK�6PDOO�6FDOH�0DSOH�6\UXS�3URGXFWLRQ��$�6KRUW�GRFXPHQW�RQ�WKH�EDVLFV�RI�



PDSOH�V\UXS�SURGXFWLRQ��ZLWK�D�ODUJH�VHFWLRQ�RQ�FROOHFWLRQ�

9LDELOLW\�RI�SURELRWLF�EDFWHULD�LQ�PDSOH�VDS�SURGXFWV�XQGHU�VWRUDJH�DQG�JDVWURLQWHVWLQDO�FRQGL�
WLRQV��7KLV�UHVHDUFK�SDSHU�ORRNV�DW�WKH�SURELRWLF�FRQWHQW�RI�PDSOH�VDS�DQG�LW¶V�UHODWHG�SURGXFWV��

%DFWHULDO�$GKHVLRQ�WR�3ODVWLF�7XELQJ�:DOOV��7KLV�UHVHDUFK�SDSHU�ORRNV�DW�WKH�W\SHV�RI�EDFWHULD�WKDW�
DGKHUH�WR�WKH�LQVLGHV�RI�SODVWLF�WXELQJ�

7KH�&RQWURO�RI�%DFWHULDO�&RQWDPLQDWLRQ�RI�0DSOH�6DS�6WRUHG�LQ�)LHOG�6WRUDJH�7DQNV�E\�8OWUDYLR�
OHW�,UUDGLDWLRQ��7KLV�DUWLFOH�ORRNV�DW�WKH�XVH�RI�XOWUDYLROHW�OLJKW�WR�UHGXFH�EDFWHULDO�JURZWK�LQ�PDSOH�
VDS

EVAPORATING

(YDSRUDWLRQ�0HWKRGV�DV�$SSOLHG�WR�WKH�)RRG�,QGXVWU\��7KLV�LV�D�VHFWLRQ�RI�D�ODUJHU�ERRN�WKDW�
ZDONV�WKURXJK�WKH�PDQ\�GLIIHUHQW�W\SHV�RI�HYDSRUDWLRQ�XVHG�WKURXJKRXW�WKH�IRRG�LQGXVWU\��LQFOXG�
LQJ�LQ�PDSOH�V\UXS��

,PSURYLQJ�0DSOH�6DS�4XDOLW\��(I¿FLHQF\��3URGXFWLRQ�DQG�3UR¿WDELOLW\�7KURXJK�&ROOHFWLRQ�DQG�
3URFHVVLQJ�(QKDQFHPHQWV��$UWLFOH�GHWDLOLQJ�D�ODUJH�DPRXQW�RI�UHVHDUFK�GRQH�E\�&RUQHOO�8QLYHUVL�
W\��

+RZ�WR�0DNH�D�&KHDS�0DSOH�6\UXS�(YDSRUDWRU�IRU�8QGHU������$UWLFOH�GHWDLOLQJ�KRZ�WR�PDNH�D�
VPDOO�FLQGHUEORFN�HYDSRUDWRU��

6DS�3UHKHDWHUV��(I¿FLHQW�0DSOH�6\UXS�3URFHVVLQJ��7KLV�DUWLFOH�ORRNV�DW�WKH�HI¿FLHQF\�JDLQHG�E\�
DGGLQJ�D�SUHKHDWHU�WR�D�VXJDULQJ�RSHUDWLRQ��

FILTERING

)XQGDPHQWDOV�RI�)LOWHULQJ�0DSOH�6\UXS��$�YLGHR�PDGH�E\�890�([WHQVLRQ�FRYHULQJ�ERWK�JUDYLW\�
DQG�SUHVVXUH�V\UXS�¿OWHULQJ�DQG�ZK\�LW�LV�QHHGHG�LQ�WKH�PDSOH�V\UXS�PDNLQJ�SURFHVV��

/RZ�&RVW�0DSOH�6\UXS�)LOWHULQJ��$�YLGHR�GHWDLOLQJ�DW�KRPH�FKHDSHU�PHWKRGV�IRU�¿OWHULQJ�PDSOH�
V\UXS�

$VN�3URFWRU��)LOWHULQJ�V\UXS�LQ�VPDOO�EDWFKHV�LV�D�KXJH�SDLQ��$Q\�DGYLFH�RQ�KRZ�WR�PDNH�LW�HDVL�
HU"���7KLV�LV�D�VKRUW�DUWLFOH�GHWDLOLQJ�RSWLRQV�IRU�VPDOO�EDWFK�¿OWHULQJ�IRU�PDSOH�V\UXS�SURGXFHUV�


